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CO2 MK9 DETECTOR SET 4 A
CO2 Safety System SET 4 A

FUNCTION
The Carbon Dioxide (CO2) Safety System is designed to 
measure CO2 concentration in a confined space environment. 
It provides an alarm in the event that a CO2 level considered 
unhealthy/dangerous in accordance with existing safety 
codes, in the area being monitored.

The basic CO2 Safety System is a precision instrument 
comprising one central unit (with a digital display), one (up 
to eight) sensor unit, one horn/strobe. A separate electronic 
transformer supplies power to the system. The sensor 
unit uses infrared analysis for detecting CO2. The System 
monitors STEL as well as TWA levels of CO2. The system 
also provides visible indication of CO2 levels and temperature 
in the area where the remote sensor is located. It is displayed 
on a screen of the Central Unit in most languages. Explaining 
what to do in different Alarm situations. The CO2 Safety 
System performs a self-calibration at regular intervals insuring 
calibration under normal circumstances. This eliminates the 
need of manual service calibration in a normal restaurant 
enviroment.

When installed properly, the CO2 Safety System will 
continuously monitor the CO2 concentration and temperature 
wherever a sensor unit is located. A green light emitting diode 
(LED) on the central unit indicates normal safe conditions. 
If ambient conditions at the CO2 Sensor reach a CO2 
concentration level of 1.5% (preset low alarm), the central unit 
will emit an intermittent audible tone and the « low alarm » red 
LED will blink. A remote Horn/Strobe will flash. This will also 
happen if the TWA for 8 hours also surpasses 5000 ppm. The 
difference can be acknowledged on the display.
If ambient conditions at the CO2 Sensor reach a CO2 
concentration level of 3.0% (preset high alarm), the central 
unit will emit a constant audible tone and the « high alarm » 
red LED lights. A remote Horn/Strobe will flash and sound.

APPROVALS
CE, EN55022 :2006/A1 :2007, EN55024/A2 :2003, EN61000-
3-2 : 2006, EN61000-3-3/A2 :2006, AS/NZS CISPR 22 :2006, 
IEC/EN :IT55022/55024, LNE Règle de certification NF 128 
rev 12 Nov 2007 (§2.1.2.4.3.) for the S8 CO2 Sensor Module. 
UL Certified. DIN6653-2:2004-03.

In the United States, the Mk9 system is in compliance 
with International Fire Code (IFC) 2015 Edition Section 
5307.5.2.2, CGA G-6.5 2013, NFPA 55 2013 Edition 13.2.2  
and NBIC Part 1 Supplement 3 S 3.4.

In compliance with EU Commission Directive 2006/15/EC of 
7 Feb 2006 as well as OSHA – PEL (Permissible Exposure 
Limit) of TWA for CO2.

TECHNICAL DATA
Power supply: 12-24V DC
Number of sensors: 1-8
Communication: RS485 Modbus
Automatic calibration: 60 days

For further data see separate data sheets for the specific 
components.

ORDERING EXAMPLE
Description Item code
CO2 Mk9 Detector SET 4 A 2049

CO2 Mk9 Detector SET 4 A consists of:
CO2 Central Unit Mk9

Cable red 5m

CO2 Sensor Mk9

Cable red 10m

Cable blue 5m

Horn/Strobe LED with 1m cable

RJ45 1-1 split

RJ45 1-2 split

Transformer 1A

Plug-UL for transformer

Plug-CE for transformer

Plug-AU for transformer

Plug-UK for transformer

Plug-lock

Bag with 6 screws and plug

Sign CO2 Safety System Mk9

Sign Horn/strobe Mk9/10

Installation manual Mk9

Quick-guide Mk9
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CO2 MK9 DETECTOR SET 4 A
CO2 Safety System SET 4 A

FUNCTION
The Carbon Dioxide (CO2) Safety System is designed to 
measure CO2 concentration in a confined space environment. 
It provides an alarm in the event that a CO2 level considered 
unhealthy/dangerous in accordance with existing safety 
codes, in the area being monitored.

The basic CO2 Safety System is a precision instrument 
comprising one central unit (with a digital display), one (up 
to eight) sensor unit, one horn/strobe. A separate electronic 
transformer supplies power to the system. The sensor 
unit uses infrared analysis for detecting CO2. The System 
monitors STEL as well as TWA levels of CO2. The system 
also provides visible indication of CO2 levels and temperature 
in the area where the remote sensor is located. It is displayed 
on a screen of the Central Unit in most languages. Explaining 
what to do in different Alarm situations. The CO2 Safety 
System performs a self-calibration at regular intervals insuring 
calibration under normal circumstances. This eliminates the 
need of manual service calibration in a normal restaurant 
enviroment.

When installed properly, the CO2 Safety System will 
continuously monitor the CO2 concentration and temperature 
wherever a sensor unit is located. A green light emitting diode 
(LED) on the central unit indicates normal safe conditions. 
If ambient conditions at the CO2 Sensor reach a CO2 
concentration level of 1.5% (preset low alarm), the central unit 
will emit an intermittent audible tone and the « low alarm » red 
LED will blink. A remote Horn/Strobe will flash. This will also 
happen if the TWA for 8 hours also surpasses 5000 ppm. The 
difference can be acknowledged on the display.
If ambient conditions at the CO2 Sensor reach a CO2 
concentration level of 3.0% (preset high alarm), the central 
unit will emit a constant audible tone and the « high alarm » 
red LED lights. A remote Horn/Strobe will flash and sound.

APPROVALS
CE, EN55022 :2006/A1 :2007, EN55024/A2 :2003, EN61000-
3-2 : 2006, EN61000-3-3/A2 :2006, AS/NZS CISPR 22 :2006, 
IEC/EN :IT55022/55024, LNE Règle de certification NF 128 
rev 12 Nov 2007 (§2.1.2.4.3.) for the S8 CO2 Sensor Module. 
UL Certified. DIN6653-2:2004-03.

In the United States, the Mk9 system is in compliance 
with International Fire Code (IFC) 2015 Edition Section 
5307.5.2.2, CGA G-6.5 2013, NFPA 55 2013 Edition 13.2.2  
and NBIC Part 1 Supplement 3 S 3.4.

In compliance with EU Commission Directive 2006/15/EC of 
7 Feb 2006 as well as OSHA – PEL (Permissible Exposure 
Limit) of TWA for CO2.

TECHNICAL DATA
Power supply: 12-24V DC
Number of sensors: 1-8
Communication: RS485 Modbus
Automatic calibration: 60 days

For further data see separate data sheets for the specific 
components.

ORDERING EXAMPLE
Description Item code
CO2 Mk9 Detector SET 4 A 2049

CO2 Mk9 Detector SET 4 A consists of:
CO2 Central Unit Mk9

Cable red 5m

CO2 Sensor Mk9

Cable red 10m

Cable blue 5m

Horn/Strobe LED with 1m cable

RJ45 1-1 split

RJ45 1-2 split

Transformer 1A

Plug-UL for transformer

Plug-CE for transformer

Plug-AU for transformer

Plug-UK for transformer

Plug-lock

Bag with 6 screws and plug

Sign CO2 Safety System Mk9

Sign Horn/strobe Mk9/10

Installation manual Mk9

Quick-guide Mk9
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CO2 MK9 DETECTOR SET 4 A
CO2 Safety System SET 4 A

FUNCTION
The Carbon Dioxide (CO2) Safety System is designed to 
measure CO2 concentration in a confined space environment. 
It provides an alarm in the event that a CO2 level considered 
unhealthy/dangerous in accordance with existing safety 
codes, in the area being monitored.

The basic CO2 Safety System is a precision instrument 
comprising one central unit (with a digital display), one (up 
to eight) sensor unit, one horn/strobe. A separate electronic 
transformer supplies power to the system. The sensor 
unit uses infrared analysis for detecting CO2. The System 
monitors STEL as well as TWA levels of CO2. The system 
also provides visible indication of CO2 levels and temperature 
in the area where the remote sensor is located. It is displayed 
on a screen of the Central Unit in most languages. Explaining 
what to do in different Alarm situations. The CO2 Safety 
System performs a self-calibration at regular intervals insuring 
calibration under normal circumstances. This eliminates the 
need of manual service calibration in a normal restaurant 
enviroment.

When installed properly, the CO2 Safety System will 
continuously monitor the CO2 concentration and temperature 
wherever a sensor unit is located. A green light emitting diode 
(LED) on the central unit indicates normal safe conditions. 
If ambient conditions at the CO2 Sensor reach a CO2 
concentration level of 1.5% (preset low alarm), the central unit 
will emit an intermittent audible tone and the « low alarm » red 
LED will blink. A remote Horn/Strobe will flash. This will also 
happen if the TWA for 8 hours also surpasses 5000 ppm. The 
difference can be acknowledged on the display.
If ambient conditions at the CO2 Sensor reach a CO2 
concentration level of 3.0% (preset high alarm), the central 
unit will emit a constant audible tone and the « high alarm » 
red LED lights. A remote Horn/Strobe will flash and sound.

APPROVALS
CE, EN55022 :2006/A1 :2007, EN55024/A2 :2003, EN61000-
3-2 : 2006, EN61000-3-3/A2 :2006, AS/NZS CISPR 22 :2006, 
IEC/EN :IT55022/55024, LNE Règle de certification NF 128 
rev 12 Nov 2007 (§2.1.2.4.3.) for the S8 CO2 Sensor Module. 
UL Certified. DIN6653-2:2004-03.

In the United States, the Mk9 system is in compliance 
with International Fire Code (IFC) 2015 Edition Section 
5307.5.2.2, CGA G-6.5 2013, NFPA 55 2013 Edition 13.2.2  
and NBIC Part 1 Supplement 3 S 3.4.

In compliance with EU Commission Directive 2006/15/EC of 
7 Feb 2006 as well as OSHA – PEL (Permissible Exposure 
Limit) of TWA for CO2.

TECHNICAL DATA
Power supply: 12-24V DC
Number of sensors: 1-8
Communication: RS485 Modbus
Automatic calibration: 60 days

For further data see separate data sheets for the specific 
components.

ORDERING EXAMPLE
Description Item code
CO2 Mk9 Detector SET 4 A 2049

CO2 Mk9 Detector SET 4 A consists of:
CO2 Central Unit Mk9

Cable red 5m

CO2 Sensor Mk9

Cable red 10m

Cable blue 5m

Horn/Strobe LED with 1m cable

RJ45 1-1 split

RJ45 1-2 split

Transformer 1A

Plug-UL for transformer

Plug-CE for transformer

Plug-AU for transformer

Plug-UK for transformer

Plug-lock

Bag with 6 screws and plug

Sign CO2 Safety System Mk9

Sign Horn/strobe Mk9/10

Installation manual Mk9

Quick-guide Mk9
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Pour plus d’information  
sur ces solutions de sécurité, 
communiquez avec nous : specialty_gas_support@praxair.com800.225.8247

Ensemble de détecteur  
de CO2 Mk 10 avec alarme
LOG2025

Le système Mk10 LogiCO2 est un détecteur de CO2 avec une alarme intégrée, 
acoustique et optique, conçu pour mesurer le taux de CO2 dans des environne-
ments d’espace clos. Il est parfait pour les espaces clos comme les chambres 
froides. Il est également possible de le connecter à une unité centrale Mk9.
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CO2 ALERT MK10 DETECTOR SET 2 A (2025 UL)
CO2 Alert Mk10 Detector including Horn/Strobe

ORDERING EXAMPLE
Item code Description
2025 NUCO2 CO2 Alert Mk10 Detector SET 2 A

2025 NUCO2 consists of:
CO2 Alert Mk10, incl. 1 Cable blue 10m and 1 Cable red 5m

0199 Protect bar

0438 Horn/Strobe LED amber glass with blue indicator, incl 1m cable and sign

0519 RJ45 1-1 split

0021 Transformer 1A, incl Plug-UL for transformer

HF-MK1004 Plug-lock

Bag with 3 Collar Seals, 6 stripes, 24 screws and plugs

SIGN ALERT MK10 NU2 EN Sign CO2 Alert Mk10 EN

SIGN ALERT MK10 NU2 ES Sign CO2 Alert Mk10 ES

SIGN CO2 H/S B NU2 EN Sign Horn/strobe Mk9/10 EN

SIGN CO2 SENSOR EN Sign CO2 Sensor Mk9/10 EN

HFE1081 Installation manual Mk10

HFE1058 Quick-guide Mk10

ACCESSORIES
Item code Description 
0328 CO2 Central Unit Mk9 KIT 4 A

0471 RCB with delay for fire alarm, 1 m cable

0468 SMB Safe mode box - shut off valve

0560 Bag with Collar Seal 10 pcs incl stripes 20 pcs

IMPORTANT!
Blue lamp ON indicates that 
the CO2 Safety System is ON.
Enter at own risk, if not ON!
Ensure room is well ventilated 
before entering room/area. Call Service: 800.472.2855S
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= Black

= Orange PMS152

= Yellow PMS108

Dokumentnamn/Document name:

sign_co2hsb_nu2_en.ai

Senast uppdaterad av/Last updated by: Specifikationer/Specifications:

Linda Bredesen

Tel. +46 31-695315 Benämning/Description:

Horn/Strobe (Blue LED) NuCO2 Sign EN

Datum/Date:

2016-07-27

Version:

1.0 For HORN/STROBE (White, amber glass)

Övrig information/General information:

Artikel Nr/Item No:

SIGN CO2 H/S B NU2 EN

www.logico2.com

Dimensions: 210 x 148 mm.
Material: 0,5 mm White PVC.
Color: 3+0.
Info: The frame shows only the outline and 
shall not be printed.

Applicering/Application:

WARNING! !

CO2 ALERT

CARBON DIOXIDE GAS
DO NOT ENTER THIS AREA WHEN SIREN
IS SOUNDING AND LIGHT IS FLASHING!

Emergency Actions
•  Evacuate the Area Immediately.
•  Call the Fire Department from 
   outside of the building.
Non-Emergency Action
•  If light only is flashing, 
   call CO2 Service at:

148 mm

210 mm
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= Black

= Red Bright Red

= Yellow PMS108

Dokumentnamn/Document name:

sign_alert_mk10_nu2_en.ai

Senast uppdaterad av/Last updated by: Specifikationer/Specifications:

Linda Bredesen

Tel. +46 31-695315 Benämning/Description:

CO2 Alert MK10 NuCO2 EN

Datum/Date:

2016-07-27

Version:

1.0 For ALERT UL (Red)

Övrig information/General information:

Artikel Nr/Item No:

SIGN ALERT MK10 NU2 EN

www.logico2.com

Dimensions: 210 x 148 mm.
Material: 0,5 mm White PVC.
Color: 3+0.
Info: The frame shows only the outline and 
shall not be printed.

Applicering/Application:

The CO2 level is over 5000 ppm. No danger - but the CO2 is 
unnaturally high.- 5 sec -

CO2 Awareness Indication

Fault: The CO2 Sensor’s self-diagnostics Alert.
Sensor not functioning correctly. Call Service: 800.472.2855.

Low alarm: Open the back door and Call Service. There is a CO2 leak. 
A Service technician should remedy the problem under the supervision 
of another person. 15 000 ppm/1.5% CO2. Call Service: 800.472.2855.

There is a small CO2 leak that has lasted for over 8 hours. If the leak is 
not found Call Service. 5 000 ppm/8 h TWA (Time Weighted Average) 
PEL (Permissible Exposure Limit). Call Service: 800.472.2855.

High Alarm!
Evacuate room
Call Fire Department
30 000 ppm/3.0% CO2

- 5 sec -

- 1 sec -        .....

Fault Indication

Alarm Indication

Alarm Indication

Alarm Indication

CO2 ALERT
148 mm

210 mm

S
IG

N
 A

LE
R

T 
M

K
10

 N
U

2 
E

S

El nivel de CO2 supera 5.000 ppm. No hay peligro; pero el CO2 es 
inusualmente alto.- 5 seg. -

Indicación de alerta de CO2

Fallo: El Sensor de alerta de autodiagnóstico del Sensor de CO2 
no funciona correctamente. Llamar al Servicio 800.472.2855.

Alarma baja: Abrir la puerta trasera. Hay una fuga de CO2. El personal del 
servicio técnico deberá remediar el problema, siempre bajo la supervisión 
de otra persona. 15.000 ppm/1,5% CO2. Llamar al Servicio 800.472.2855.

Hay una pequeña fuga de CO2 que ha durado más de 8 horas. Si no se 
encuentra la fuga, llamar al Servicio técnico. 5.000 ppm/8 h TWA - PEL 
(límite de exposición permitido). Llamar al Servicio 800.472.2855.

¡Alarma alta!
Evacuar la sala
Llamar a los bomberos
30.000 ppm/3,0% CO2

- 5 seg. -

- 1 seg. -        .....

Indicación de fallo

Indicación de alarma

Indicación de alarma

Indicación de alarma

ALERTA DE CO2

= Black

= Red Bright Red

= Yellow PMS108

Dokumentnamn/Document name:

sign_alert_mk10_nu2_es.ai

Senast uppdaterad av/Last updated by: Specifikationer/Specifications:

Linda Bredesen

Tel. +46 31-695315 Benämning/Description:

CO2 Alert MK10 NuCO2 ES

Datum/Date:

2016-08-02

Version:

1.0 For ALERT UL (Red)

Övrig information/General information:

Artikel Nr/Item No:

SIGN ALERT MK10 NU2 ES

www.logico2.com

Dimensions: 210 x 148 mm.
Material: 0,5 mm White PVC.
Color: 3+0.
Info: The frame shows only the outline and 
shall not be printed.

Applicering/Application:

148 mm

210 mm

CO2 Alert Mk10

SIGN ALERT MK10 NU2 EN SIGN ALERT MK10 NU2 ES

CO2 Sensor!
Do not cover or

place anything in 
front of or on top of 

the sensor.

CAUTION!
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Dokumentnamn/Document name:

sign_co2sensor_nu2_en.ai

Senast uppdaterad av/Last updated by: Specifikationer/Specifications:

Linda Bredesen

Tel. +46 31-695315 Benämning/Description:

CO2 Sensor NuCO2 Sign EN

Datum/Date:

2016-07-27

Version:

1.0 For CO2 SENSOR

Övrig information/General information:

Artikel Nr/Item No:

SIGN CO2 SENSOR NU2 EN
Applicering/Application:

Dimensions: 150 x 150 mm.
Material: 0,5 mm White PVC.
Color: 2+0.
Info: The frame shows only the outline and 
shall not be printed.

= Black

= Yellow PMS108 C
www.logico2.com

150

150

Korrekturdatum/Date of proof:

2016-07-27 1
Korrektur Nr/Proof No:

Bo Hansson/Tore/MP/KB
Godkänns av/Approves by:

New sign for approval.
Status:

SIGN CO2 SENSOR EN

SIGN CO2 H/S B NU2 EN

Horn/Strobe

LogiCO2 International • P.B. 4113 • SE-426 04 Västra Frölunda • Sweden • info@logico2.com

CO2 ALERT MK10 DETECTOR SET 2 A (2025 UL)
CO2 Alert Mk10 Detector including Horn/Strobe

FUNCTION
The ALERT Mk10 is a CO2 monitor with integrated sound 
and light Alarm indication, designed to measure CO2 
concentration in a confined space environment. It provides 
an alarm in the event that a CO2 level considered unhealthy/
dangerous is reached, in accordance with existing safety 
codes, in the area being monitored.

Installed properly, the ALERT Mk10 will continuously monitor 
the CO2 concentration that it is exposed to. A Light Emitting 
Diode (LED) indicates that the ALERT Mk10 is running 
properly. The ALERT Mk10 performs a self-calibration 
at regular intervals insuring calibration under normal 
circumstances. This eliminates the need of manual calibration 
in a normal restaurant enviroment.

ALTITUDE ADJUSTMENT
Height over sea for Mk10 CO2 sensor is made via CO2 Alert 
UIP program. A USB-Modbus Interface adapter, with item 
number 0953, must be used to make the change. The software 
can be downloaded free of charged on www.logico2.com

APPROVALS
CE, EN55022 :2006/A1 :2007, EN55024/A2 :2003, EN61000-
3-2 : 2006, EN61000-3-3/A2 :2006, AS/NZS CISPR 22 :2006, 
IEC/EN :IT55022/55024, LNE Règle de certification NF 128 
rev 12 Nov 2007 (§2.1.2.4.3.) for the S8 CO2 Sensor Module. 
UL Certified. DIN6653-2:2004-03.

In the United States, the ALERT Mk10 system is in 
compliance with International Fire Code (IFC) 2015 Edition 
Section 5307.5.2.2, CGA G-6.5 2013, NFPA 55 2013 Edition 
13.2.2  and NBIC Part 1 Supplement 3 S 3.4, as well as 
OSHA – PEL (Permissible Exposure Limit) of TWA/8 hrs for 
CO2.

In compliance with EU Commission Directive 2006/15/EC of 
7 Feb 2006.

TECHNICAL DATA CO2 ALERT MK10
Operating Principle: Non-dispersive infrared (NDIR)
Measurement range: 0.00 to 6,7% volume CO2
Accuracy:  
Accuracy ±200 ppm ±10% of reading (Notes 1 and 2).
Note 1: In normal IAQ applications. The product is delivered 
factory calibrated, but accuracy is defined after minimum 
180 days of continuous operation with ABC. However, some 
industrial applications do require maintenance. Please, 
contact LogiCO2 for further information! 
Note 2: Accuracy is specified over operating temperature 
range. Specification is referenced to certified calibration 
mixtures. Uncertainty of calibration gas mixtures (+-2% 
currently) is to be added to the specified accuracy for 
absolute measurements.
Operating temperature:	 0	to	45˚C	(Sensor	works	from	 
  -20°C but values valid only for  
  0-45 °C)
Operating humidity: 0-95% RH non condensed
Storage temperature:	 -40	to	+	70	˚C
Power supply: 24V DC ± 10%
Power consumption: 600 mA peak, 30 mA average
Serial communication: Modbus protocol over RS485
Output: Two 24 volt transistor outputs
Automatic calibration: 60 days
Weight: 400 grams
Dimension: Ø 90 mm, height 120 mm
Ingression protection: IP54

TECHNICAL DATA HORN/STROBE
Nominal voltage: 18-24V DC
Average current: 120 mA @ 24V DC supply
Decibel: 110 dB / 1 m
Flash intensity: 115 CD
Flash frequency: 65/min
Ambient temperature: -5°C to +50°C 
   (+23°F to +122°F)
Dimensions (LxWxD): 134 x 115 x 61 mm / 
   5.3” x 4.5” x 2.4”
Ingress protection: IPX0
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CO2 ALERT MK10 DETECTOR SET 2 A (2025 UL)
CO2 Alert Mk10 Detector including Horn/Strobe

FUNCTION
The ALERT Mk10 is a CO2 monitor with integrated sound 
and light Alarm indication, designed to measure CO2 
concentration in a confined space environment. It provides 
an alarm in the event that a CO2 level considered unhealthy/
dangerous is reached, in accordance with existing safety 
codes, in the area being monitored.

Installed properly, the ALERT Mk10 will continuously monitor 
the CO2 concentration that it is exposed to. A Light Emitting 
Diode (LED) indicates that the ALERT Mk10 is running 
properly. The ALERT Mk10 performs a self-calibration 
at regular intervals insuring calibration under normal 
circumstances. This eliminates the need of manual calibration 
in a normal restaurant enviroment.

ALTITUDE ADJUSTMENT
Height over sea for Mk10 CO2 sensor is made via CO2 Alert 
UIP program. A USB-Modbus Interface adapter, with item 
number 0953, must be used to make the change. The software 
can be downloaded free of charged on www.logico2.com

APPROVALS
CE, EN55022 :2006/A1 :2007, EN55024/A2 :2003, EN61000-
3-2 : 2006, EN61000-3-3/A2 :2006, AS/NZS CISPR 22 :2006, 
IEC/EN :IT55022/55024, LNE Règle de certification NF 128 
rev 12 Nov 2007 (§2.1.2.4.3.) for the S8 CO2 Sensor Module. 
UL Certified. DIN6653-2:2004-03.

In the United States, the ALERT Mk10 system is in 
compliance with International Fire Code (IFC) 2015 Edition 
Section 5307.5.2.2, CGA G-6.5 2013, NFPA 55 2013 Edition 
13.2.2  and NBIC Part 1 Supplement 3 S 3.4, as well as 
OSHA – PEL (Permissible Exposure Limit) of TWA/8 hrs for 
CO2.

In compliance with EU Commission Directive 2006/15/EC of 
7 Feb 2006.

TECHNICAL DATA CO2 ALERT MK10
Operating Principle: Non-dispersive infrared (NDIR)
Measurement range: 0.00 to 6,7% volume CO2
Accuracy:  
Accuracy ±200 ppm ±10% of reading (Notes 1 and 2).
Note 1: In normal IAQ applications. The product is delivered 
factory calibrated, but accuracy is defined after minimum 
180 days of continuous operation with ABC. However, some 
industrial applications do require maintenance. Please, 
contact LogiCO2 for further information! 
Note 2: Accuracy is specified over operating temperature 
range. Specification is referenced to certified calibration 
mixtures. Uncertainty of calibration gas mixtures (+-2% 
currently) is to be added to the specified accuracy for 
absolute measurements.
Operating temperature:	 0	to	45˚C	(Sensor	works	from	 
  -20°C but values valid only for  
  0-45 °C)
Operating humidity: 0-95% RH non condensed
Storage temperature:	 -40	to	+	70	˚C
Power supply: 24V DC ± 10%
Power consumption: 600 mA peak, 30 mA average
Serial communication: Modbus protocol over RS485
Output: Two 24 volt transistor outputs
Automatic calibration: 60 days
Weight: 400 grams
Dimension: Ø 90 mm, height 120 mm
Ingression protection: IP54

TECHNICAL DATA HORN/STROBE
Nominal voltage: 18-24V DC
Average current: 120 mA @ 24V DC supply
Decibel: 110 dB / 1 m
Flash intensity: 115 CD
Flash frequency: 65/min
Ambient temperature: -5°C to +50°C 
   (+23°F to +122°F)
Dimensions (LxWxD): 134 x 115 x 61 mm / 
   5.3” x 4.5” x 2.4”
Ingress protection: IPX0

Solutions  
de détection  
et de surveillance

Ensemble de détecteur de CO2 Mk9
LOG2049

Le capteur de CO2 Mk9 est la plus récente génération de systèmes de sécurité 
de CO2. Ce capteur comporte un grand affichage, est issu d’une conception 
fonctionnelle et possède des fonctionnalités de langue révolutionnaires. Comme 
on peut y connecter jusqu’à huit capteurs, cet ensemble de pointe efficace de 
sécurité Mk9 pour la détection du CO2 constitue un dispositif de pointe efficace 
en matière de sécurité pour la détection du CO2. Ce système facile à installer  
procure, en cas de taux de CO2 considéré comme malsain, voire dangereux,  
des alertes établies selon les codes de sécurité existants dans une zone sous 
surveillance. 

Capteurs

Alarme optique intégrée

Unité centrale 
avec affichage
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Le LogiCO2 Scout 
LOG2240

Le LogiCO2 Scout est un appareil pour détecter le CO2 à distance. Il s’agit 
d’une toute nouvelle façon de faire, étant donné que l’on peut placer cet 
appareil dans une balle de mousse synthétique puis faire rouler celle-ci dans 
un sous-sol ou autre endroit dangereux. Le détecteur enverra les données 
de lecture à votre téléphone intelligent s’il y détecte des taux dangereux  
à cet endroit. Ainsi, nul besoin d’entrer dans une zone non sécuritaire et  
de s’y risquer.

Le LogiCO2 Scout fonctionne à partir d’une application pour téléphone  
intelligent et se connecte sans fil à Bluetooth. L’application Scout est  
disponible sans frais tant à partir d’Android Play que d’App Store (iOS).  
Cet appareil de sûreté individuel aide les techniciens et le personnel  
de la sécurité à recevoir de l’information en quelques secondes en ce qui 
concerne le taux de CO2 d’une pièce. Si le taux de CO2 est supérieur au 
seuil d’alarme, l’appareil en informe l’utilisateur visuellement, avec une 
alarme sonore et une alarme par une vibration.

praxair.ca/magasins

LogiCO2 International • P.B. 4113 • SE-426 04 Västra Frölunda • Sweden • info@logico2.com

CO2 ALERT MK10 DETECTOR SET 2 A (2025 UL)
CO2 Alert Mk10 Detector including Horn/Strobe

ORDERING EXAMPLE
Item code Description
2025 NUCO2 CO2 Alert Mk10 Detector SET 2 A

2025 NUCO2 consists of:
CO2 Alert Mk10, incl. 1 Cable blue 10m and 1 Cable red 5m

0199 Protect bar

0438 Horn/Strobe LED amber glass with blue indicator, incl 1m cable and sign

0519 RJ45 1-1 split

0021 Transformer 1A, incl Plug-UL for transformer

HF-MK1004 Plug-lock

Bag with 3 Collar Seals, 6 stripes, 24 screws and plugs

SIGN ALERT MK10 NU2 EN Sign CO2 Alert Mk10 EN

SIGN ALERT MK10 NU2 ES Sign CO2 Alert Mk10 ES

SIGN CO2 H/S B NU2 EN Sign Horn/strobe Mk9/10 EN

SIGN CO2 SENSOR EN Sign CO2 Sensor Mk9/10 EN

HFE1081 Installation manual Mk10

HFE1058 Quick-guide Mk10

ACCESSORIES
Item code Description 
0328 CO2 Central Unit Mk9 KIT 4 A

0471 RCB with delay for fire alarm, 1 m cable

0468 SMB Safe mode box - shut off valve

0560 Bag with Collar Seal 10 pcs incl stripes 20 pcs

IMPORTANT!
Blue lamp ON indicates that 
the CO2 Safety System is ON.
Enter at own risk, if not ON!
Ensure room is well ventilated 
before entering room/area. Call Service: 800.472.2855S
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= Black

= Orange PMS152

= Yellow PMS108

Dokumentnamn/Document name:

sign_co2hsb_nu2_en.ai

Senast uppdaterad av/Last updated by: Specifikationer/Specifications:

Linda Bredesen

Tel. +46 31-695315 Benämning/Description:

Horn/Strobe (Blue LED) NuCO2 Sign EN

Datum/Date:

2016-07-27

Version:

1.0 For HORN/STROBE (White, amber glass)

Övrig information/General information:

Artikel Nr/Item No:

SIGN CO2 H/S B NU2 EN

www.logico2.com

Dimensions: 210 x 148 mm.
Material: 0,5 mm White PVC.
Color: 3+0.
Info: The frame shows only the outline and 
shall not be printed.

Applicering/Application:

WARNING! !

CO2 ALERT

CARBON DIOXIDE GAS
DO NOT ENTER THIS AREA WHEN SIREN
IS SOUNDING AND LIGHT IS FLASHING!

Emergency Actions
•  Evacuate the Area Immediately.
•  Call the Fire Department from 
   outside of the building.
Non-Emergency Action
•  If light only is flashing, 
   call CO2 Service at:

148 mm

210 mm
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= Black

= Red Bright Red

= Yellow PMS108

Dokumentnamn/Document name:

sign_alert_mk10_nu2_en.ai

Senast uppdaterad av/Last updated by: Specifikationer/Specifications:

Linda Bredesen

Tel. +46 31-695315 Benämning/Description:

CO2 Alert MK10 NuCO2 EN

Datum/Date:

2016-07-27

Version:

1.0 For ALERT UL (Red)

Övrig information/General information:

Artikel Nr/Item No:

SIGN ALERT MK10 NU2 EN

www.logico2.com

Dimensions: 210 x 148 mm.
Material: 0,5 mm White PVC.
Color: 3+0.
Info: The frame shows only the outline and 
shall not be printed.

Applicering/Application:

The CO2 level is over 5000 ppm. No danger - but the CO2 is 
unnaturally high.- 5 sec -

CO2 Awareness Indication

Fault: The CO2 Sensor’s self-diagnostics Alert.
Sensor not functioning correctly. Call Service: 800.472.2855.

Low alarm: Open the back door and Call Service. There is a CO2 leak. 
A Service technician should remedy the problem under the supervision 
of another person. 15 000 ppm/1.5% CO2. Call Service: 800.472.2855.

There is a small CO2 leak that has lasted for over 8 hours. If the leak is 
not found Call Service. 5 000 ppm/8 h TWA (Time Weighted Average) 
PEL (Permissible Exposure Limit). Call Service: 800.472.2855.

High Alarm!
Evacuate room
Call Fire Department
30 000 ppm/3.0% CO2

- 5 sec -

- 1 sec -        .....

Fault Indication

Alarm Indication

Alarm Indication

Alarm Indication

CO2 ALERT
148 mm

210 mm
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El nivel de CO2 supera 5.000 ppm. No hay peligro; pero el CO2 es 
inusualmente alto.- 5 seg. -

Indicación de alerta de CO2

Fallo: El Sensor de alerta de autodiagnóstico del Sensor de CO2 
no funciona correctamente. Llamar al Servicio 800.472.2855.

Alarma baja: Abrir la puerta trasera. Hay una fuga de CO2. El personal del 
servicio técnico deberá remediar el problema, siempre bajo la supervisión 
de otra persona. 15.000 ppm/1,5% CO2. Llamar al Servicio 800.472.2855.

Hay una pequeña fuga de CO2 que ha durado más de 8 horas. Si no se 
encuentra la fuga, llamar al Servicio técnico. 5.000 ppm/8 h TWA - PEL 
(límite de exposición permitido). Llamar al Servicio 800.472.2855.

¡Alarma alta!
Evacuar la sala
Llamar a los bomberos
30.000 ppm/3,0% CO2

- 5 seg. -

- 1 seg. -        .....

Indicación de fallo

Indicación de alarma

Indicación de alarma

Indicación de alarma

ALERTA DE CO2

= Black

= Red Bright Red

= Yellow PMS108

Dokumentnamn/Document name:

sign_alert_mk10_nu2_es.ai

Senast uppdaterad av/Last updated by: Specifikationer/Specifications:

Linda Bredesen

Tel. +46 31-695315 Benämning/Description:

CO2 Alert MK10 NuCO2 ES

Datum/Date:

2016-08-02

Version:

1.0 For ALERT UL (Red)

Övrig information/General information:

Artikel Nr/Item No:

SIGN ALERT MK10 NU2 ES

www.logico2.com

Dimensions: 210 x 148 mm.
Material: 0,5 mm White PVC.
Color: 3+0.
Info: The frame shows only the outline and 
shall not be printed.

Applicering/Application:

148 mm

210 mm

CO2 Alert Mk10

SIGN ALERT MK10 NU2 EN SIGN ALERT MK10 NU2 ES

CO2 Sensor!
Do not cover or

place anything in 
front of or on top of 

the sensor.

CAUTION!
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Dokumentnamn/Document name:

sign_co2sensor_nu2_en.ai

Senast uppdaterad av/Last updated by: Specifikationer/Specifications:

Linda Bredesen

Tel. +46 31-695315 Benämning/Description:

CO2 Sensor NuCO2 Sign EN

Datum/Date:

2016-07-27

Version:

1.0 For CO2 SENSOR

Övrig information/General information:

Artikel Nr/Item No:

SIGN CO2 SENSOR NU2 EN
Applicering/Application:

Dimensions: 150 x 150 mm.
Material: 0,5 mm White PVC.
Color: 2+0.
Info: The frame shows only the outline and 
shall not be printed.

= Black

= Yellow PMS108 C
www.logico2.com

150

150

Korrekturdatum/Date of proof:

2016-07-27 1
Korrektur Nr/Proof No:

Bo Hansson/Tore/MP/KB
Godkänns av/Approves by:

New sign for approval.
Status:

SIGN CO2 SENSOR EN

SIGN CO2 H/S B NU2 EN

Horn/Strobe

Pour plus d’information  
sur ces solutions de sécurité, 
communiquez avec nous :

Ensemble de détection d’O2 Mk9 
LOG2056

Le détecteur de dioxygène (O2) fonctionne en s’appuyant sur la  
même technologie d’autoétalonnage éprouvée que les autres capteurs  
de CO2 LogiCO2.

Ce détecteur d’O2 LogiCO2 communique avec une unité centrale Mk9 en  
utilisant le protocole Modbus, et il peut être utilisé avec d’autres capteurs 
ou comme unité autonome. Le taux de l’alarme par défaut est 19,5 %.  
Ce détecteur comprend un dispositif d’alarme sonore et clignotant.


